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K-7 AND K-14 SERIES 


w 

Kaiserhof 


Patents Pending 


Kaiserhof now brings you the industry's most desirable features 
in sliding glass doors, skillfully engineered to meet the demand 
of the nation's economy minded building program and carefully 
crafted to meet the approval of the most discriminating buyer. 

Complete pest protection is now assured by Kaiserhof's new 
top hung screen that cannot jump the track. 


EXCLUSIVE KAISERHOF 
STEP-DOWN SILL 

Kaiserhof's step-down sill utilizes a 
15° weather angle to insure complete 
water infiltration resistance. 



ox Elevations from outside 
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FIXED PANEL ADAPTOR 
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CHECK THESE ADDITIONAL FEATURES EXCLUSIVE WITH KAISERHOF 


HEAD FIN TRIM 

Slides on to create an integral flash¬ 
ing at the head. Breakaway provides 
adaptability for frame houses. 
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w K-12 AND K-24 SERIES 

Kaiserhof® 

Kaiserhof's K-12 and K-24 Series Thermal Door offers maximum 
insulation for heat and air conditioning situations. It is double 
weatherstripped with continuous wool pile at head, jamb, inter¬ 
lock and sill to insure absolute weather sealing and is built to 
receive %" Thermo-pane, Twindow or other insulating glass. 
The sill track is capped with stainless steel to eliminate wear 
due to excessive glass load. 

Kaiserhof features versatility . . . 

The K-7 single glass panels may be exchanged for K-12 dual glass 
panels at any time without altering frame installation. Stainless 
steel track cap snaps on to complete changeover. 



Elevations from outside 
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SILL KICK PLATE 

This may be used on surface mounted 
installations. Positive snap lock fea¬ 
ture eliminates screws and allows 
Kick Plate to be installed at any time. 


SILL EXTENSION 

Engineered to span the extra width 
in all wall constructions. Snap lock 
feature provides same ease of install¬ 
ation. 


LATCH ^ 

Kaiserhof's quality latch is the famous 
Adams Rite rugged dead-lock offering 
a life-time of trouble-free operation. 


































































































K-7 AND K-12 SERIES - STANDARD TYPES AND SIZES - KD (NO GLASS) 


DOORS VIEWED 
FROM OUTSIDE 


CATALOG NUMBER 
H = 6'-8V4" H = 8'-0V4" 


K7-0X-6 

8K7-0X-6 

K7-0X-8 

8K7-0X-8 

K7-0X-10 

8K7-0X-10 

K12-0X-6 


K12-0X-8 



|_ GLASS SIZE _ 

Width H = 6'-8V4" H = 8'-0V4" 


DOORS VIEWED 
FROM OUTSIDE 


CATALOG NUMBER 
H = 6'-8V 4 " H = 8'-0V4” 


Width H = 6'-8V4" H = 8 



K7-0XX0-12 8K7-0XX0-12 
K7-0XX0-16 8K7-0XX0-16 
K7-0XX0-20 8K7-0XX0-20 
K12-OXXO-12 
K12-0XX0-16 


K7-X00X-12 8K7-X00X-12 
K7-X00X-16 8K7-X00X-16 
K7-X00X-20 8K7-X00X-20 
K12-XOOX-12 


ir- 8V2" 
15'- 8V2" 


11'- 

81/2' 

15'- 

8V 2 ' 

19'- 

81/2' 

11'- 

81/2' 

15'- 

81/2' 


ESI 

76" 

S3 

76" 

58" 

76" 

34" 

76" 

46" 

76" 

■ 

76" 

76" 

58" 

76" 

34" 

76" 

46" 

76" 

34" 

76" 

46" 

76" 

58" 

76" 

34" 

76" 

46" 

76" 


Add V 2 " to door width and height for rough opening size. 
Special sizes may be made to order. 

All doors may be assembled for either right or left slide. 
Doors shipped K.D. in separate frame and panelkit cartons 
with easy to read assembly instructions. 


Addition of the new "in stock" 8' height catalog of 
standard sizes allows greater flexibility in design. 

Note: To obtain rough opening widths for K-14 and K-24 
Series add 1%" to K-7 actual width for 2-panel, 4 5 /e" for 3-panel, 
3 Va, " for 4-panel. 


ARCHITECT'S SPECIFICATIONS 


Note: Since Kaiserhof engineers are continually working to improve the quality and features of our door, specifications will be subject to change without notice. 

K-7 AND K-14 SERIES K-12 AND K-24 SERIES 

GENERAL: All aluminum sliding glass doors as shown on plans 
shall be Kaiserhof K-7 (K-14) Series Sliding Glass doors as manu¬ 
factured by Kaiserhof Industries, Inc., Houston, Texas. 

MATERIAL: All sliding door sections shall be of rigid aluminum 
extruded sections of 6Q63-T5 alloy. 

CONSTRUCTION: Frame consisting of heavy extruded aluminum 
sections including head, sill and two jambs shall be machined to 
make tight fitting joints with each corner fastened together by 
three screws. 

Panels shall be designed with a hollow extruded locking stile 
and two wedge type interlocking stiles. Fixed stile at jamb shall 
be snapped in and held by vinyl without use of screws. 

Rollers — sliding panel shall glide on pre-greased ball bear¬ 
ing rollers with nylon tires. Rollers shall be adjustable (at both 
ends of sliding panel) without removing panel from frame. 

HARDWARE: A mortise lock, retractable type, shall be installed. 

Lock cannot lock automatically when door is closed. Cylinder lock 
available at extra cost. Inside handle shall be crystal styled lucite 
pull. Outside handle shall be aluminum butterfly design. 

SCREEN: Screen shall be top hung and shall glide on ball bearings 
with nylon tires. Screen wheels shall roll in track designed so 
that it is unable to jump out of head section. Screen mesh shall 
be of 18 x 24 aluminum wire. Fiberglass cloth is available at no 
extra cost. Screen frame shall be bug stripped with vinyl on both 
sides, top and bottom. 

WEATHERSTRIPPING: Kaiserhof K-7 shall be completely weather- 
stripped. The slide panel shall be weatherstripped with continuous 
wool pile at the head, jamb and interlocking stile. The bottom 
rail shall be weatherstripped with vinyl type composition for 
quiet, smooth operation and permit sealing on sill step. Outside 
panel shall be weatherstripped at head and jamb by vinyl. 

FINISH: All aluminum frame and panel sections shall receive 
Kaiserhof's satin finish Alumalok insuring protection against 
corrosive forces. 


GLAZING: All panels shall be designed for vinyl plastic wrap¬ 
around bead to be used on 3/16", 7/32" or 1/4" glass. (For 
5/8" dual glass, see Kaiserhof K-12 Series Thermal Door.) 

ERECTION: All erection shall be included under another contract. 
Doors shall be erected by others in openings prepared according 
to manufacturer's drawings. All necessary screws are furnished 
by the manufacturer. 

WARRANTY: All Kaiserhof products are guaranteed against fac¬ 
tory defect. General Contractor is responsible for erection and 
protection of doors by other trades. 


GENERAL: All aluminum sliding glass doors as shown on plans 
shall be Kaiserhof Thermal Door K-12 (K-24) Series as manu¬ 
factured by Kaiserhof Industries, Inc., Houston, Texas. 

MATERIAL: All sliding door sections shall be of rigid aluminum 
extruded sections of 6063-T5 alloy. Minimum wall thickness 
.062; Maximum .125. 

CONSTRUCTION: Frame consisting of heavy extruded aluminum 
sections including head, sill and two jambs shall be machined 
to make tight fitting joints with each corner fastened together by 
three screws. Panels shall be designed with a hollow extruded 
stile and two hollow wedge type interlocking stiles. Fixed stile at 
jamb shall be snapped in and held by vinyl without use of screws. 

Sill track section shall be capped with stainless steel to 
prevent wear. 

Rollers — sliding panel shall glide on pre-greased steel bail 
bearing rollers. Rollers shall be adjustable (at both ends of sliding 
panel) without removing panel from frame. 

HARDWARE: A mortise lock, retractable type, shall be installed. 
Lock cannot lock automatically when door is closed. Cylinder lock 
available at extra cost. Inside handle shall be crystal styled lucite 
pull. Outside handle shall be aluminum butterfly design. 

SCREEN: Screen shall be top hung and shall glide on ball bearings 
with nylon tires. Screen wheels shall roll in track designed so 
that it is unable to jump out of head section. Screen mesh shall 
be of 18 x 24 aluminum wire. Fiberglass cloth is available at no 
extra cost. Screen frame shall be bug stripped with vinyl on both 
sides, top and bottom. 

WEATHERSTRIPPING: Kaiserhof K-12 shall be double weather¬ 
stripped. The slide panel shall be weatherstripped with continuous 
wool pile at the head, jamb and interlocking stile. The bottom rail 
shall be weatherstripped outside with vinyl type composition and 
inside with wool pile for quiet, smooth operation and to permit 
double sealing on sill and step. Outside panel shall be weather¬ 
stripped at head and jamb by vinyl. 

FINISH: All aluminum frame and panel sections shall receive 
Kaiserhof's satin finish Alumalok insuring protection against 
corrosive forces. 

GLAZING: All panels shall be designed for vinyl plastic wrap¬ 
around bead to be used on 5/8" dual glass. 

ERECTION: All erection shall be included under another contract. 
Doors shall be erected by others in openings prepared according 
to manufacturer's drawings. All necessary screws are furnished 
by the manufacturer. 

WARRANTY: All Kaiserhof products are guaranteed against fac¬ 
tory defect. General Contractor is responsible for erection and 
protection of doors by other trades. 


There's a distributor near you. Addresses available upon request. 

Kaiserhof® 


Distributed by: 


Manufactured by KAISERHOF INDUSTRIES, INC. Phone UN 9-4525 • 512 West 23rd • Houston 8, Texas 
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